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Public Policy

* Long history of efforts to increase gross vehicle weight limits

e Resulting in a patchwork of laws on Federal Interstate Highways as well as state and local roads

o0 STATES

allow trucks above the 80,000
Ibs. federal gross vehicle weight
(GVW) limit on their roads
through permits, pilot programs,
or federal exemptions.?

MANY STATES ALLOW TRUCKS ABOVE

80,000 LB5. ON PORTIONS OF THEIR

FEDERAL INTERSTATE HIGHWAYS AS WELL.
STATES THAT ALLOW TRUCKS ABOVE
GVW ON LOCAL AND STATE ROADS
BY RIGHT OR PERMIT

y STATES THAT ALLOW TRUCKS ABOVE
f 91,000 LBS. ON PORTIONS OF
= INTERSTATE HIGHWAYS

\

\

Wil STATES THAT ALLOW TRUCKS ABOVE THE
\nise: FEDERAL GVW UP TO 90,000 LBS. ON
%555 PORTIONS OF INTERSTATE HIGHWAYS.

INTERSTATE HIGHWAYS




Recent Federal Research

e US DOT Comprehensive Truck Size and
Weight Limit Study (2015-2016)

e Authorized by MAP 21 in 2012
e Data published in June of 2015

* Final peer-reviewed report published
in early 2016

e Evaluated a number of weights and axle
configurations

* Findings
* |nconclusive on correlation between
GVW, accidents, and severity

* Lack of data on GVW and axle
configuration on accident reports

VOLUME I: TECHNICAL REPORTS SUMMARY

Table ES-1: Truck Configurations and Weights Scenarios Analyzed in the 2014 CTSWL Study

Gross Vehicle
Scenario Configuration Depiction of Vehicle Weight Roadway Networks
(pounds)
T S-axle vehicle tractor, 53 ST‘:’LN vehicle; has hroad nmh:.ht!,r tights on
Single foot itrailer (3-82) 1 5 B, 0000 entire Interstate System and Natonal Network
) 3 neluding a sigmficant portion of the NHS
S-axle vehicle tractor, 53 .
foot sermitraler (3-52) ‘m : 2 =00 Same as Above
G-axle vehicle tractor, 33
G-axle vehicle tractor, 33 = n
3 foot semitrailer (3.53) Eﬂ-u!?‘_—‘@ 1 3 97,000 Same as Above
m B0,000 maximum
AT Tractor plus two 28 or 28 éﬂg allowable weighe
TS Y. foot trailers (2-51-2) 2 5 TLT00schmalweight S o8 Abow
used for analysis?
Tractor plus twin 33 foot .
teailers (2-81-2) 2 5 BOL000 Same as Above
74,5000 mule roadway system made up of the
5 Tractor plus three 28 or 28 EI-.]:I'-I@_[J'LT_G"%_EJ 3 7 105,500 Interstate System, approved routes in 17 western
Y2 foot ralers (2-51-2-2) states allowang triples under ISTEA Freeze and
certain four-lane PAS roads on east coast’
Tractor plus three 28 or 28 . . S
- s foot trailers (3-82-2-2) E: [ I E l 3 9 129,000 Same as Scenano 5
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Good News about 91,000 Ibs on 6 axles Proposed Configuration

G VW: 80,000 Ibs W: 91,000 J'bs
Many positive findings in the US DOT
Comprehensive Truck Size and Weight Limit Study
* Safety Equip: 32,800 fbs Equip: 35,000 Ibs
e Stops 1ft shorter than current 80,000 lb, 5-axle limit Payload: 45,6001bs  ,10% Payload: 54,400 lbs
* No significant difference in handling and maneuverability Payload

from current limit

Infrastructure

e 2.4-4.2% reduction in lifecycle pavement maintenance cost
on Federal Interstate Highways

e Federal Bridge Formula Compliant

Detainment

e 1.2 billion mile reduction in Vehicle Miles Traveled q
e $358 million reduction in annual congestion costs ﬂ
Environmental

e 109 million gallon reduction in annual fuel consumption
e 2.4 billion pound reduction in annual carbon emissions

Productivity

* $5.6 billion reduction in logistics costs for American
businesses




Time for Action

Vested stakeholders must act now to make progress on Modernization

e Previous attempts to enable to enable all 50 states to opt-in to 91K on 6 axles failed due to lack of data

* A limited pilot is the most achievable near term policy objective to move towards broader change
e To collect safety data on 91,000 Ib, 6-axle configuration
e Limited to 10 states with voluntary participation
e 15 years to amortize investment in additional axle or trailer
e Collect GVW and axle configuration in accident reports for commercial trucks involved in serious accidents
THE S.H.I.P. COALITION
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e Add your logo to the SHIP Co. Website (FREE)
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* Follow @SHIPCoalition on Twitter Cetbols ==, ARE3 m
e Communicate the importance of GVW Modernization to your leadership o [BIE Oviec. PEET e
* Activate your grassroots networks — Contact your Members of Congress «
e Get your corporate or government affairs teams involved in the effort R~ OI g e e »)
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Questions?

Contact Info:

Zachary Hartman
Zachary.Hartman@Anheuser-Busch.com
202-747-4557
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